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ELASTIC COMPRESSION OF SPHERES AND CYLINDERS
AT POINT AND LINE CONTACT

By M.J. Puttock* and E.G. Thwaite*

Summary

The purpose of this paper is primarily to present
in a convenient form the formulae and data for the
calculation of the compression effects which occur in
the measurement and use of spheres and cylinders in
dimensional metrology.

Only Hertzian compression effects are considered
in the present paper and these assume that the
surfaces in contact are perfectly smooth, that the
elastic limits of the materials are not exceeded,
that the materials are homogeneocus, and that there
are no frictional forces within the contact area.
These conditions are closely met with materials and
applied forces normally encountered in precise
dimensional metrology, and with the surfaces finely "
lapped.

In the case of surfaces that are not finely lapped
the actual compression effects may differ by up to
10% from those calculated using the formulae in this
paper. Contributory factors include frictional
forces and microstructure variations in the surface
leading to variations in elastic modulii. Berndt
(1928) has derived modified formulae to take into
‘account frictional forces arising from non-smooth’
surfaces and these formulae, in general, lead to
compression effects differing from those in this
paper by approximately 57%.

It is considered that the formulae given in this
paper are sufficiently precise for all practical
purposes in precise dimensional metrology.

This paper is in two parts. Part 1l is a series of
data sheets giving the appropriate formulae for
various specific cases, together with appropriate
tables and graphs. Part 2 gives the mathematical
derivation of the formulae in a consistent notation
and is primarily intended for students with an
interest in the subject.

Where the formulae have been partially evaluated
for steel the elastic constants used have been those
for 1% carbon steel.

*Division of Applied Physics, National Standards Laboratory, CSIRO,
University Grounds, Chippendale, N.S.W. 2008.



SYMBOLS:

o = the total elastic compression .at.the point

or line of contact of two. bodles, measured

i
1

along the line of the applled force

P = total applled force

D = diameter of body

E = Young's modulus of material of body

0 = Poisson's ratio = E/ZG - l |

G = modulue of rlgldlty of mater1a1 of body

Vo= (1 -0%)/nE o . ,ﬁ;. |

g = -% v, + Vé) for bodies ofpdiffereof'-gdo‘
materials ﬁ

= %-V for bodies of the same maﬁerial

e = eccentr1c1ty of elllpse of ‘contact
= (1 = B%/a})}/ |
K and E* are the complete elllpth 1ntegrals of
the flrst and second :class respectlvely

w1th‘modulus e

*Not to be confused with E, the Young's modulus.

Units

in

mm

‘mm

~gf /mm?
'gf/mmz
mm? /g f

mm?/gf.

~11bf

in

1bf/in?

1bf/in?
in2/1bf

in2/1bf



. PART 1

COMPRESSION FORMULAE

Case 1. Two Spheres in Contact

The suffixes 1 and 2 relate to spheres 1 and 2 respectively.

General Case

y2/3 o o ‘ |
o = G0 .#“.(m+vg”3.%r+%wh.

Spheres of Same Material

o = (%91/3 ) (l_:_EEJZ/s =YL RN SRS SVEY

E o, * D,

Spheres Both of Steel

Metric Units: P in gf, D in mm

Q
n

0.000 020 . p2/3 . A + L y1/s
&7ty

Inch Units: P in 1bf, D in inch

L, 1y1/s

( inch.
D, D,

0.000 016 . P2/3 .

R
]




Case 2. Sphere in Contact with a Plane

p

L !
Z

7 ITTTITT7;

General Case

/
o= igﬂlz o2/ Ly F )2 (%91/3.

Sphere and Plane of Same Material

o = (gol/s ) (1 g 02)2/3 . p2/3 (%9}/3.

Sphere and Plane Both of Steel

Metric Units: P in gf, D in mm

o = 0.000 020 . p2/3 . (%91/3 mm.
Inch Units: P in 1bf, D in inch
o = 0.000 0l6 . p2/3 . (%91/3 inch.




Case 3.  Sphere Between Two Parallel Planes

Total compression 0, = 0_ + 0, where &_ and ‘@
. T a b a b
in Case 2.

If the two planes are of the same material then

Sphere and Planes All of Steel

Metric Units: P in gf, D in mm

Q
]

o, = 0.000 040 . P2/ . ('/ mm.

Inch Units: P in 1bf, D in inch

0, = 0.000 032 . P*/* . (P'/? inch.

. B ) . . . "/
JorR Cmumﬁ.ijﬂfmag_ <9.00002§' DIy

—

ay

e

{

!
<A
B 5
1

B

5

‘are ¢alculated as
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Case 4. Sphere in Contact with an Internal Spherical Surface

Let diameter of internal spherical surface = D,
diameter of smaller sphere ‘ =D,

General Case

2/3 :
o = (3") N N AR A LA (%2——11)—1)1/3.

Spheres of Same Material

1 1
- ____)1/3.

_ (9\1/3 1 - o? 2/3 2/3
a = (2) . ) . P (D2 .

E

Spheres Both of Steel

Metric Units: P in gf, D in mm

11
0.000 020 . P?/% | (32— - 21/3 o,
DZ Dl

Q
]

Inch Units: P in 1bf, D in inch

L

0.000 016 . p?/3 G

Q
I

1 y1/3
- =) inch.
2 D, '
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Case 5. Equal Diameter Cylinders Crossed with Their Axes at Right

Angles

P

General Case

: 2/3
a = i%il ."Pz/a ., + V2)2/3 ) (%91/3¢

Cylinders Both of Same Material

o = (301/3 .v(l 5 02)?/3 'lpz/su; (%)1/3.

Cylinders Both of Steel

Metric Units: P in gf, . D in mm

Q
[

0.000 020 . P?/% | (%91/3 —

Inch Units: P in 1bf, D in inch

Q
L]

0.000 016 . P2/* . (5)'/* incn.
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Case 6. '~ Unequal Diameter Cylinders Crossed with Their Axes at Right

Angles
P Cylinder 2 .
' e
Cylinder 1 ,_(::: ‘ | g
<+Z n i“

N
i
0

L

p :

The suffix 1 refers to the larger diameter cylinder, the suffix 2
to the smaller.

General Case

. _ 1/3
- /3 | 1
a=2K. (P. @323, ( : T 3E ] .
_ZDI . (- P a‘e‘)

1d 4 _ 2
where K and - - d °re functions of 7=

Q= %(V1 + V,) for dissimilar materials,
and Q = %-V when cylinders are of the same materiél,
A D,
For any given value of §-='5—-in the range 1.00 to 0.000 000 1
1
the corresponding values of K and - l.%% may be obtained from Tables 3-6

or Figure 6.

Both Cylinders of Steel

Metric Units: P in gf, D in mm

: . , , 1/3
o = 0.000 015 . K . p2/3 | {— 1 nm.
o, . (- L&
e de
Imech Units: P in 1bf, D in inch
1/3
o = 0.000 012 . K . p?/3 | 1 : inch.
. (- L4
1 de '
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Case 7. Unequal Diameter Cylinders Crossed with Thelr Axes at Any

- /7@&9
Cyhnder>l—\\\ i ‘i ~~—Cylinder 2 |
| ( . )

= Y , WY s
. a5 ¥t
0 )
+'p

The suffix 1 refers to the larger diameter cylinder, the suffix 2

to the smaller. _
Let the axes be inclined at an acute angle 8 to one another.
It is first necessary to obtain the ratio A/B by solving the

following equations, for A and B.

1 1
A+ B = —D—l— + Dz , |
1,2 1 V2 2 cos 28
U -B)2 = G2+ (G2 + 2588
D, D, DD,

From the calculated value of A/B the values of K and - l-%% may
be obtained from Tables 3-6 or Figure 6. : ‘
General Case

o , 1/3
o =2K . (P . Q)Z/B . ( - 4 E ] ’
2 . (- 145
’ e de -
where @ = 2 (V, + V,) for dissimilar materials
and Q =‘% V when cylinders are of the same material.
Both Cylinders of Steel B . \ ,.;;f;:t
Metric Units: P in gf, D in mm
1/3
= 0.000 015 . K . p2/% .. 4 : mm.
2. (-3
de
Inch Units: P in 1bf, D in inch
1/3
= 0.000 012 . K . p2/3 | 4 inch
1 dE
2 (- = —
de



14

Case 8. Two Cylinders in Contact with Axes Parallel - -

Cylinder 2——\\

Cylinder 1—\\

2a .-

General Case

[—

o5,

a =P vV, + V) 1 +‘ln {___ﬁﬁi____
AR Rl Yoty

Same Materials

‘Both Diameters Equal

B | 16a? }
=B . (W, +V,) . |1+1 _ )
> W+ 72 [ “{(V1 ¥ V) .P. D]

Same Materialé;t

P/2a = force per unit length.

D=
In = natural logarithm.
2a = length of contact.




Case 9..

Cylinder in Contact with a Plane

Cylinder g

U
e 2a -]
Cylinder .

Lo 7
N

General Case

8a?

0L=13.(V1+V2).[:1+1n{

Same Materials

P =
In
2a

P/2a = force per unit length.
natural logarithm.
length of contact.

v, +7,)

15
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Case 10. Cylinder Between Two .Parallel Planes

7
s

(a) () (o)
The calculations are as for Case 9. . , ' ] o
If the lengths of the lines of contact are the same (as in (a)

and (b)), and the material of the two planes is also the same, then

the total compression is twice the compression for a single contact,
i.e.

If the lengths of the lines of contact are not equal (such as in
(e)), or the materials of the two planes are different, then the
compressions at each contact must be calculated independently, i.e.
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Case 11. Sphere in Contact with a Cylinder (External)

P

Cylinder

Let diameter of sphere = D,
and diameter of cylinder

i
-]

First obtain the ratio A/B and the value of 1/4 from the following
equations:

L
Dl

SRS
I
br—

1

— +
Dl 2
=D

L
4~ S

From the calculated value of A/B, obtain the appropriate values
of K and - %~%§ from Tables 3-6 or Figure 6.

Calculate a from the following equation

g - 268 _1dE
A e de

Then calculate the compression o from the equation

o ==, K,
a
where & = %-(V1 + V,) for dissimilar materials,
Q= %-V for similar materials.
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Case 12, Sphere in Contact with a Cylinder (Internal)

/

Y LS A

R

Cylinder

V777777

P

Let diameter of sphere =D,
and diameter of cylinder

]
&
)

First obtain the ratio A/B and the value of 1/4 from the following
equations: :

1 1
a_bh D
B~ "1 °

Dl
A 1 _ 1
Dl DZ

From the calculated value of A/B obtain the appropriate values
of K and - é-%g from Tables 3-6 or Figure 6.

Calculate a from the follpﬁing equation

3 _ 24P 1 dE

a A ° e de

Then calculate the compression 0. from the equation:

a:LQP.K’
a
where @ =-% (V, +V,) for dissimilar materials,
Q =-%\V for similar materials.
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Case 13. . Sphere in Contact with a Cylindrical Vee Groove, the Vee

"Groove Being Symmetrical w1th Respect to a Normal to the
Axis of the Cylinder y

Sphere,A /Pj\\ . {x

Vee - groove cyhnder

O

E
cyﬁnder
Let diameter of sphere = D, .
diameter of cyllnder at point of. contact ='DE"
semi-angle of vee groove = 0.
(1) .Calculate the value of AJB from
| L .
4 _ D
B l_ 1
"D D cosec 0
1 dE
(2) Obtain approprlate values of K and - E—az-from Tables 3-6 or

Flgure 6

(3) Calculate a from the equation

n1m
®{m

= -QP cosec 8 ;'D . - é

(4) Calculate the total comprcséion o normal to the axis of the
cylinder from the equation

o ‘2
o = 9B cosec’®

a
where @ = —Z—-(V1 + Vz) for dissimilar materials,
and 4] =-% V‘for sphere and cylindrical vee groove‘of the same

material.
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Case 1l4. Sphere in Contact with a Cylindrical Vee Groove, the Vee
Groove Being Asymmetrical with Respect to a Normal to the
Axis of the Cylinder

P

Sphere
Vee - groove cylinder

NN e

cylmder

Let diameter of sphere = D,
angles vee groove flanks make with normal to vee cylinder
axis = 6, and 0,, :
diameters of vee cylinder at points of contact = DEI and
Dg, respectively.

Initially each contact point must be treated separately.

(1) Calculate the values of A/B from equations:

1 1

Ay _ D A, D

(Bl—_]._+ 1 ’ (E)Z_l_l_ 1
D " Dg, cosecel D " Dg, cosece2

(2) Obtain appropriate values of K and - é-gg for each case from
Tables 3-6 or Figure 6.

(3) Calculate relevant values of a from the equations:

ad = 2 . P.D (- 1 dE)
! tanf,cos6 + sinf, * e de

ad = 20 . P . D (- _l_d_E)
2 tan 0,cosB, + sing, e de’?

(4) Calculate the relevant compressions normal to the vee groove
flanks from the equations:
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-

0y = 2QP K
! 7 a;(tan 8, cos 8] + sin 67) ° !
and
a, = 29P K
27 gy(tan 8) cos 8, + sin 8,) ~ 2
where ¢ =<% (Vy + V,) for dissimilar materials,

Q = 3 V where both sphere and cylindrical vee groove are
of the same material.

(5) Calculate total compression effect o normal to vee cylinder axis
from the equation

a = (o) cos 87 + ap cos 6))cosec(8] + 65).
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Case 15. Cylinder in Contact with a Cylindrical Vee Groove, the
Vee Groove Being Asymmetrical with Respect to a Normal
to the Vee Cylinder

Cylinder -
Vee - groove cylinder . N

: v//\\ - /)
DEI 7 Axis of |

7 . cylinder

)l
\:

Let diameter of cylinder = D,

angles vee groove flanks make with normal to vee cylinder
axis = 8; and 65,
diameters of vee cylinder at points of contact = Dg; and
Dgy respectively.

Initially each contact must be treated separately.

(1) Calculate values of A/B from the equations:

(é) 1 = L ) 2 = L
b . .
B DEl cosec 61 B DEz cosec 62
. 1 dE
(2) Obtain appropriate values of K and - > de for each case from

Tables 3-6 or Figure 6.

(3) Calculate relevant values of a from the equations:

ZQPDEl cosec 61

a3 = (_ l.QE)
1 tan 63cos 6; + sin 8; ° e de’ 1’
3 _ ZQPDE2 cosec 62 - l_ﬂg)
%, T tan 6;cos 0, + sin 6, ° e de’?

(4) Calculate the relevant compressions normal to the vee groove
from the equations:
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a, = 2QP K
| o1 i'ql(tan Gzcos_e.1 + sin 61) L2
o, = 24P K
2 az(tan evl‘::ose‘2 +‘sin 62) 20
where § =-% (v, + Vz)vfor dissimilér materials,
Q =-% |4 fof both cylinders,of'same material.

(5) Calculate total compre381on effect o normal to vee cylinder axis
from the equation

a = (o, cosB, + a, cosf,)cosec(8, + 6,).

Note: 1In the above, the assumption has been made that both D, cosec 8,

and Dg, cosece2 are greater than D; this is so in all practical
cases. '
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Case 16. Cylinder in Contact with a Cylindrical Vee Groove, the Vee
Groove Being Symmetrical with Respect to a Normal to the
Axis of the Vee Cylinder

Cylinder _p3=<C é
Vee —groove cylinder {

//ié;<;f;f;f2;%ja * cyhnder-

kLet diameter of cylinder = D,
diameter of grooved cylinder at point of contact = Dg,
semi-angle of vee groove = 9.

(1) Calculate the value of 4/B from %-= ZT__lz_—__ and obtain appropriate
1 dE E cosecB
values of K and - Py from Tables 3-6 or Figure 6.

(2) Calculate a from the equation
3 _ 2
a® = QPDg cosec®® . -~ —.

(3) Calculate total compression o normal to axis of vee grooved
cylinder from the equation

- QP cosec?®

K,
a

a

pjw sfw

where & (V, + V,) for dissimilar materials,

V where both cylinders are of the same material.

Note: 1In the above the assumption has been made that DE cosec 0 is
greater than D; this is so in all practical cases.
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PART 2

THEORY
I. INTRODUCTION

The mathematical theory for the general three-dimensional contact
problem was first given by Hertz (1881). There is an extensive
literature dealing with the contact problem and a review of the
Hertzian theory which includes both stress and strain analysis together
with a comprehensive bibliography has been published by Lubkin (1962).
Among the works of particular interest are those of A.E.H. Love (1892),
Prescott (1924), Landau and Lifshitz (1959), Shtaerman (1949), and
Lur'e (1964). The work of Shtaerman is a complete treatise on the
contact problem.

The following derivations are given in a consistent notation and
are sufficiently detailed to be readily followed by students. The
theory stems from the general body of elasticity theory dealing with
the relation of the displacement at a point on a plane surface due to
a pressure at another point. This is the approach given in the
classical work of A.E.H. Love (1892) and adopted in a large part of
the literature and would seem to be the appropriate treatment for this
work.

The two-dimensional line contact problem is in general more
difficult theoretically than the three-dimensional one and it is not
possible to derive an explicit relation for the two-dimensional case
in a direct manner from the three-dimensional. The derivation for the
two-dimensional problem, cylinders in contact with their axes parallel,
given here has its roots in works by Thomas and Hoersch (1930), Prescott
(1924) and E.R. Love (1942). The derivation is to a degree a parallel
argument to the three-dimensional case and thus preserves a unity in
the theory.

The usefulness of compression formulae depends, of course, on
their experimental verification and, while for large forces there is
a large body of information available, for forces in the range used
in length metrology the data are not so extensive. Reference can be
made, however, to the work of Rolt and Grant (1921), Pérard and Maudet
(1927), Berndt (1928), Poole (1962), and to brief information in the
National Physical Laboratory (Teddington) Annual Reports for 1921 and
1923. Verification in the two-dimensional case, like its theory,
presents particular problems, which are mainly due to the high degree
of geometric perfection required in the apparatus. Measurements with
a resolution of the order 0.003 um of the compression of a roller on
a flat, for the load range 0.05 to 0.4 kgf/mm, recently made at the
National Standards Laboratory, Australia, agree within practical limits
with the formulae given here for the two-dimensional case.* -

*"A Precise Determination of the Compression of a Cylinder im Contact
with a Flat Surface" to be published in Journal of Scientific
Instruments (Journal of Physics E) 1969 Series 2 Volume 2.
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II. GENERAL THEORY

(a) General

_ The assumption is made that the surfaces in contact are perfectly
. smooth, that the bodies are isotropic and linearly elastic, that the
elastlc limits of the material are not exceeded, and that there are no
frictional forces in action. The finite force keeping them together
will then be distrlbuted over the common area of contact. For our. .
purpose, the surfaces of bodies in contact may be assumed to, be. Qf the
'_second degree, and the following theory is based on thls assumptlon.

(b Geometry of the'Unstressed'Surfacefin:thé_Regibﬁ,pfiCoﬁtdct';'

Suppose that two bodies are in mathematical contact (i e unstréssed
and undeformed) so that the common normal'is parallel to the" applied
force; the common tangent plane is the plane xy and the common 'normal
is the axis z (see Fig. 1) ; :

X 1
y —y is normal S C ETR
to plane of figure +Apphed ) : vl !
©force T e ETT
The general equation for.a surface of the second -degree is -’

ax? + by? + c2? + nyz +. Zsz +- thy'+ Zux + 20y + sz + d 0. (l)

At the origin, £ = 0, y = 0, z.= 0.¢ Therefore d = 0. Differentiating
equation (1) with respect to x, ‘ :

+

g +2fy +2gz+29x-g——+2hy+2u+2wgz—0. (2)

2ax + 2cz

Again, at the origin, x = O, y = d, 2 =“O, %5-= 0 (fangeﬁttplane)-
Therefore u = 0, ol L
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Similarly, by differentiating with respect.to y it can be shown
that v = 0. -

The precise equation can therefore be written as

axz + by? + czz_+ 2fyz + 2gzx + 2hxy + 2wz = 0. (3)

To obtain an approximation to this equation which will be adequate
for our purpose, we make use of Taylor's serles, namely, T

4 .
L O

LG+ 62), G+ &1 = Flay + 6z 3L+ &y A

9y
2 ' 2.
+-lT &r2<§~f + 28x8y E%f;»+ 8y? :J

+ hlgher order terms (neglected) (4)

VIR S : B . ‘ 3 B

Differentiating equation (2) again with respect to x,

. 3%z éz] ' . 3z aé
2a + 2 + 2 + 2 —_—+ 2 + 2g —
TSRt (ax f % Yo
8 Z o azz - P G
+ 2 x— + 2w — =0, . 5
g dx? 8x2 (5)

Again, at the origin, x = 0, y = 0, =z =0, e 0 and, subséitﬁting
in equation (5), this gives:

2 + 2w — = 0,
dx ,
2z _ _a
dx? w

Slmllarly, if we dlfferentlate equatlon (1) tw1ce w1th respect
to yy-.! : o Lo
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Differentiating equation (2) with respect to y,

9z 9z 3 P 3z
2e Az -37 + 2c¢z2 aya + 2f 3.’1,' + 2fy ayax + 29 'ég
3%z 92z _
+ 2gx 3z + 2h + 2w Er) = 0. (6)

At the origin, x = 0, y = 0, z = 0, 392/9y = 0, and 32/3x = 0 and
substituting in equation (6),

3%z _
2h+2_wm—0,
¥z __h
dydx w -

Substituting now in Taylor's series, equation (4), and regarding
z as f(x,y),

L 92 9z
fllz + 8x), (y +8y)] = 2 = £(0,0) +x 5+ y e
242 2 2
+”l7[% 822 + 2xyd“z +y §_éﬂ,
2. 3 0xdy oyl
hence
2
2 =%(_zxz - Zhxy _ by
w w w
and may then be written as
= Ex? + Fy? + 2Hzy. (7)

If 2 is constant (i.e. in any given plane parallel to the xy plane),
equation (7) is an ellipse with its principal axes rotated with respect
to the coordinate axes (see Fig. 2). If now the coordinate axes are
aligned with the principal axes the xy term will vanish.

To do this, make the transformation:

X cos® - Y sinb,

8
[

X sin® + Y cos 9,

«w
1]

where the angle 6 is given by tan 20 = 2H/(E - F).



29

X
/X
o7
~ /
N /
>~ /
YN y Fig.
/ g
/ o~
/ Y
/
/
/

Substituting in equation (7):

E(X cos 6 - Y sin6)% + F(X sin® + Y cos 6)2

+ 2H(X cos 6 - ¥ sinB) x (X sin © + ¥ cos )
X2(E cos?0 + F sin?0 + 2H cos 6 sin )

+ Y*(F sin?0 + F cos?6 - 2H cos O sin ©)

+ XY(- 2F sin® cos® + 2F sin § cos®

+ 2H cos?6 - 2H sin?0)
Constant X X2 + Constant X Y2

+ XY(~(E - F) sin 20 + 2H cos 26).

N
0

When tan 20 = 2H/(E - F), the xy.term vanishes and the equation
with respect to the new coordinate axes is

2 = Constant X X? + Constant X YZ2. (8)

Radius Rl’ (in y,z plane)
Radius R; (in x,z plane)

Fig. 3
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It is now necessary to determine these constants in equation (8) in
terms of a dimension or dlmen31ons of the respective bodies.

Let R, and R; be the pr1nc1ple radii of curvature of one of the
bodies (see Fig. 3), writing equation (8) in. the form

oz ;’Ax?f¥:éy2. (9

Then, in the plane y = 0, we have Ax? = z. Assuming circular curvature
in the plane y = 0, which is permissible in view of the magnitude of z,
then,

x? = ZRiz‘J z2.

Ignoring the Second-crder term of:tﬁe small” quantity z,

z's L - )
P X . "‘¥ ZR]" -
. “ay g 1 -~ i 4
Since-also
s, - N
LS " B ™ i
z = '4z?,
€y B N R 1 )
A= s,
. 2R
Tt :.' ~..' N ) ') 1.‘_" > ‘i - iE)
Similarly, S 15 RS N RAE I
. 1
i Lt Bm o=, E
2R

kY
P . i
S AR T S o

We can, therefore, now writeithe equations for the two bodies by .
substltutlng in equation (9); '

-

y o P x% y% -
= A2 2 _ : :

2, — All"x.,"l + B,lyl = D—l + "D—;T ’ (10)

. ,\(‘ .‘ ; A
and ! i -

) - L o 2
- _ %2 L Y3

z, = Ayx? 4 Bzy2 = 5;'+ o7 (11)

D,, D| and Dz D, belng twice the principal radii of curvature of the
two bodies respectlvely
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To obtain the compression effect.between the two bodies, i.e.
their mutual approach under an applled force, it is necessary to
transform the coordinate axes of the two bodies (which so far have
been treated.as independent) to a single coordinate system with
different signs for the z-axes and then combine equations (10) and
(11). ~

Let the new common coordinate axes (normal to the 2z- axes) be
(X¥,Y), making angles B, and 8, with the independent axes x and z,

1
respectively,  such that" B + B, = w (see Fig. 4).

2

Fig. 4

Then the transformation of coordinates is given by the equations:

z, = X cosB, - Y sinB,,
vy Yy = X sinB, + Y cos B,
x, = X cosB, + Y sin8B,,

SRR }T - '>;@ ;‘fyg %-‘X;Sln-ﬁ '+ Y COS B,. . R T

e R RO

Substituting in equations (10) and (l1) we now have, in the
coordinate system (X,Y), ., ' st P A :

v

N
1]

1 = A (X cosB, -~ Y:sinBy)%2 + B, (X~sinB; + ¥ cos By)?, (12)

N
|

» = 4A,(X cos B, +Y sin.Bz)2 + B,(-X s%nzsz + X_cosB;)z-(}3)

These two equations may be combined with a single equation, as all
these coordinate systems (x,y,), (x,y,), -and -(XY) have:a common z-axis
but with different signs. Adding equations (12) and (13) and expanding
the bracket terms gives : L



32

z, + 3, = XZ(A1 c05281'+ A, c08282 + B sin281-+ B, sinsz)
+ 2XY(~A, cos B, sinB; + B, sinB, cosB, + 4, cos B, sinB,
- B, sinB, cosB,)

+ YZ(A1 sin?B, + A, sinsz + Blcoszﬁ1 + B, coszsz). o(14)

Now writing the coefficients of X? and Y2 as 4 and B:

A

(4) cos?B, + 4, cos?B, + B, sinzB1 + B, sin®B,)

and

s3]
]

(4, sin’B, + A, sin’B, + B, cos®B, + B, cos?B,).

Adding,

| : A+B =4 +A4, +B, +B,. (15)
Subtracting,

A ~B =4 cos2B, - B, cos28, + 4, cos2B, - B, cos 28,
(A - By)cos 2B, + (4, - By)cos2B,. (16)

]

Equation (14) would be further simplified if the cross—ﬁroduct term in
XY could be made to vanish. This will be achieved if the coefficient
of XY is equal to zero, namely,

~A) cosB, sinB, + B, sinB, cosB, + 4, cosB, sinB, - B, sinB, cos B, = 0,
Squaring this equation gives

(4, - B)?sin®2B, - 2(4, - B|)(4, - B,)sin 2B, sin 28,
+ (A, - B,)?sin?28, = 0. (17)
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If we square equation (16) we have

(A ~B)? = (4, - B;)?cos?2B, + 2(4, - B,) (4, - B,)cos 2B, cos 28,
+ (4, - B,)?cos?28,. (18)

Adding equations (17) and (18) then gives
(A -B)2 =(4, -B)* + (4, - B,)? +2(4, - B))(4, - By)cos 2w,  (19)

since (28, + 2B8,) = 2w.
Equation (l4) may therefore be rewritten as

z, + z, = AX?* + BY?, (20)

where
1 1 1 1
A+B=—+5+—+ =+, (21)
by Dby D, D
_pyr et _ly2 L lya o, 1,1 1

w = angle between the original x-axes of the two bodies.

(e¢) Equations for Area of Contact,
Pressure Distribution, and Compression*

When two bodies are pressed together, displacements will occur in
both: in this case, we are considering forces operating parallel to
the z-axis, and displacements along this axis.

If the displacements at a point are w, and w,, then for points
inside the area of contact, since the bodies touch over this area,

(2, +w,) + (2, +w,) =0,
while, outside the area of contact,
(z, +w)) + (2, + w,) > a,

*The argument here is essentially that of Landau and Lifshitz (1959).
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o being the value of (w, + w,) at the origim;ti.e. a is the compression
we are seeking. The dlstrlbutlon of the bodies is illustrated by

Figure 5. N
) C ) i ) - L e . . Tk

o , e S Applied force

- \ L . . o, -
7y L A IV L

- Surface 1

o s N //’ . = 2.2 7 K — . - S
\ re ~ s .

> \
Witz .
// \\\ —1- 'Ell \‘r . i !.’ “.\ i .~ L
, Surface 2
s, .
| Applied force
Having chosen the axis such that
{ia . Lo T
' a2 2
z, + 2, = Ax® + By
Cn o, SRRt s ; (- ; -
(i.e. equation (20)), it follows that '
S
ALw oL s g

Ax? + By? + (, +w,) = a. (23)

‘ Let the c.':o'mpzo"ri"er‘lt of the preésﬁ're at a poin:'t" (x”',y') on the surface
" of -contact be p(xiy'). - It can-he showr (see for:example Prescott 1924,
vpp. %623-7) that, ‘dssuming the surface to be plane, the ideformation at

a point (x,y) ow1ng to this pressure is glven by SR ool
3 it B [ TG

b
P’
-

L i oer ; 2 ' '..;’_~ B e A
w(x’y) 1 ."EG . p(x;’y ) d.’L" dy',

oo

where r is the distance from the point (x,y) to the point (x;y')'
Further, using the superposition theorem,.the displacement at a p01nt
(z,y) due to the distribution of 'pressure over an area 4 is given by

E _ a2 : ) :
w(z,y) = 2 ” Q—H——(x; ) 4zt dy'. (24)
A
A 3 . : ' . . ) R e e
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Substitutiﬁg“éauation;(ZA) in: (23) gives: . - L

1 - O'% 1 - 0?2_ (x'y") _ s 2
+ RZY ) dx'- dy' = o - Ax“. = By®, @« (25)
_ L TrE1 0 ,,WEZ , o oY Sy e ; :

. - PO o . L. - ol PR .
where the subscripts 1 and 2 designate the elastic..constants:for: the
two bodies.

It also follows that

?

N a

1 - 02 (1 - o2
R et

b

A solution of equation (25) yields expreséions for the area of
contact, -the pressure distribution .over .the -area, .and the compression.
This solutiont can 'be found by‘analogy w1th a problem in potentlal

theory poeom L Tt

io: L Lf Jan elllpsold x2/a? +’y2/b2 +. zz/c =1 has a unlform volume
charge of density p; then it .can be shown (Kellogg 1929, p.. 192) that
the potential for points inside the ellipsoid is given by

- et yh 2 dv
¢(x,y,2) = mp abe fj (1"fa2+¢ p2p ol T (@) (bR () T2

If the ellipsoid is very.much flattened, so that ¢, becomes very
small, the contribution from the. integral ; ., : .

N e O A

r 2° o Ay
2+ (@) (B2+) (e24p)) P2

0

becomes negligible and we may write B

o, 2ty ) Ay
$(y) = e abe Ifx{l g b2+w] @ e e 2

0

. The potential can also be .expressed in a more elememtary.way as

_ " N : p dx' dy' dz'
2(#4:2) %u[{JUT((x N LN D DR

" "integrating over the volume of the elllp801d

If, in this last expression, 2z and z' are written as zero, and
the resulting expre531on 1s 1nte§rated with respect to 8' over the
limits #* c/l - (x'z/a ) (y'Z/b , thén - oo

vl . -t



36

d(x,y) = 2pc H [1 A y'—z] gl dy' (27)

where r = ((x -z")?% + (y - yv)ili/z.
Equation (27) then refers, as does equation (26), to the case of

an ellipsoid very much flattened in the z~direction, and the two may
be equated, giving

1/2

([frozown” e
a? b? r

-1 _xr dy
7 b E [1 a?+y b2+w] B (Y T R

Comparing equations (25) and (28), it will be seen that, if the
right-hand sides are viewed as quadratics in x and y, they have
identical forms, while the left-hand sides are integrals of the same
form. It follows that the area of contact is bounded by the ellipse

x?/a® + y*/b* = 1, and that the pressure distribution over the area of
contact is given by

Equating the integral fs p(x,y) dr dy to the total force, P,
tending to compress the two bodies,

1/2

N

[

N

2
x
p(x,y) = k(l - Z; - 5

k = 3P/2mab

and

2 2.1/2
p(x,y) = (3P/2mab) (1 - % - bz) . (29)

Q

Substituting equation (29) in equation (25), and using equation (28)

3 _ x? _ y2 dy
7 PV, + 1)) E [1 e b2+‘P] HCENIRUNER

= o - Ax? - By?, (30)

where V) = (1 - 03)/mE, and V, = (1 - o2)/7E,.
As this expression must hold for all values of x and y within the

contact ellipse, expressions for o, 4, and B can be obtained by equating
coefficients on both sides of (30), leading to:
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=3

o = 4 P(V + V ) r (a2+w) (b2+q})u})1/2 ’ (31) -
=3 dy

4 =3PV, +7,) f: T (e G T (32)
=3 dy

‘The quantities g and b appear in the expression for o as parameters
and are in general unknown, and are determined from equations (32) and
(33). These expressions are then used to obtain a and b from known
values of 4 and B.

III. SPECIAL CASES

(a) Two Spheres in Contact

If the spheres have diameters D, and D, respectively, then from
equations (10) and (l1), we have:

2 2
=X LY

2, D1+D1 ,
2 2
=% LY.

2, D, + o, ’

and the area of contact is a circle (very flattened sphere) and a = b.
By adding the above equations, we have

1

2, + 2 =x2(—D——
1

L 2l 4 1.
L ) +Dz)+y(D+D)'

1 2

Comparing this equation with equation (20), it follows that

Then equations (32) and (33) become identical and may be written

3
A= =>=-P(V, +7V, ) S .
4 1 lo 2+¢) wl/z

Putting wl/z = p, we can write
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A=B=(—-—+——-—)ﬂ ,_AP(V +V2)r(a 7

1]

L P(V +V)

t ; 8a :
.Therefore e
a vy e S .
n 1,1, '
s @ g PO F VG e
‘.Equ;fioﬁ (3D) giGes the total éémpreséién'iﬁiﬁﬁiélpaéé!as”
3 57y . dy
a=>P(¥V, +7V,) r .
T @l
Again putting wl/zpf_p” we can write ... .- T
a=;P<V1 2 F%L
e T
-3 P(V +. V )
Substituting for a, we then have
e e o o A H LI

Sy S VS OO I S N
(3m)?/3 2/3 ‘7 y2/3 1 .1 41/3
R A R ARG LS e R

Q =

(b) Sphere in Contact with a Plane
.This _can be considered as two spheres.in contact the diameter of

one sphere being infinite.
The formula for o then becomes

(zﬂ) ',P2/3 LW, + V2)2/3 ] (291/3.

jJ t . i Tl -i.. cd ~ o l

(e) Sphere in Contact with an Internal Sphere

o =

. . s
v . v

If the diameter~ of “the internal sphere is D, ~and the diameter of
the small sphere is D ‘ then' the situation is 51mllar to that in III(D)
except that in the coordlnate system adopted, the diameter of the
internal sphere becomes negative, giving An e - I SR

_ (3m?2/3 /3 / 1 1 .\1/3
= -3 . P? .(1/1+V2)"’3.,(7):-7)-1-)1 .
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(d) Equal Cylinders Crossed at Right Angles

Since two. of _the curvatures are equal and two are infinite, we
can write equations (10) and . (11): ast,

" zl=°D'—+.0a .
2
22=0+%—,

e eees - e s o . -t

From similar derivation to that given in III(b), we therefore have

L VIV NV

(e) Unequal Cylzndérs Crossed: at Rzght AngZes .

If the diameters of the' two cyllnders be D, and D respectively,
then, if their axes are at right angles, equations (103 and (11) become:

2
X
- Tw - b2 = e 0_ {
1 .
34 ,: . pl ; ’
' 2
&, = 0+ %— N
v p ‘ R B , o
- 2 2
AT " . - ’_x__: L g ! T
2, +tz, = ) + .’ T, L
1 2
o
i.e. 3
1 1
A==—, B=4+
Dl D2

Now the equations connecting stress and strain, i.e. equations (31D,
(32), and (33), can be expressed in terms of the eccentricity e of the
ellipse of contact 1 - e? = b?/a?.

Considering equatlon 532), if we multiply the top and bottom llnes
of the integral by (1/a®)3/? we have
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dys/e

2

. dy

3 a
A== PV +V)|
4 1 2 2
0 (1+;w?)3/2(b—+w'2')1/2(%5)1/2

a®  a

Writing Y/a® = ¢ the equation becomes

_3 ' dz
A 3 P(V, +V,) fj 2+ C)3/2(1 - o? + C)1/2C1/2

i.e.
3 dz
Aa® = Z P(V, + V,) r .
4 o (L+ 03201 - e + /2t
Similarly, it can be shown that equations (31) and (33) may be
written:

dz

Ba® = 2 P(V, + V r
a 4 ( 1 2) o (1 + C)I/Z(l - 62 + c)3/2C1/2

|

- .(V+V)r dg .
o a 1 2 o (1 + C)I/Z(l - e? 4 €)1/2C1/2

These equations can be simplified by a further change of variable,

namely, by putting Z = cot?6 where 6 goes from
0 to ». Then

2

df = -2 cot 6 cosec?® . df.

™ to 0 as [ goes from



Aqd

and,

and

Substituting in the equation for Aa® we then have:

(0 - 2
- %-P(Vl +7,) 2 cot & . cosec”O . 79 ,
Jan (1 + cot20)3/2(1 - 22 + cot28)!/2(cot20)!/?
2 : ,
3 (0 -2 cosec?8 . df
= =PV, + V,)
4 ! 2 ) cosec®8(cosec?d - e2)!/?
2
. \ )
=2 BV, + 7,) 249
s cosecze(l - € )1/2
2
cosec“B
3 0 -2 sin26 46
= =PV, +V) I
4 ! 2 E.(l - e? sin?0)1/2
2
by reversing limits and sign,
L
2 sin26 d8

Aa’®

Similarly it

=%P(Vl + 7V,) I

¢ (1 - e? sin26)1/2

can be shown that

7

Ba’ = 5 PV, + V) Io’(l - :ﬁ“:fnfg)a,z ’
us
2

o= %g 0y + V) Io (1 - e? sdienze)‘/2

Now the complete elliptic integral of the first class, K, is

K

=

s .
JZ de
o (1 - e? sinze)l/2

f sin?6 d@
e
., (1 - e?sin?0)%/2
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Also the complete elliptic integral of the second.class, E, is-

. jul
e 2 o )
. E = [ (1 - e? sin20)!/248

and

4
' -

The equations can therefore be written id térms of the complete elliptic
integrals thus: B

0P &

3 _ at
Aa® = 2 ' de ’
Ba® = 282 K

e " de’
G':EZZ K’
a

where @ ='% (v, + V,).

These equations may be combined to give a compression equation
independent of a, namely,

S : 1/3
L _ 1 - .

o 0t
S

Now the relationships connecting E and K are:

dE 1
@te o0

and

&K 1 o |
Kol (- - etk
de o(1 - e?) ( ehK)

from which we have
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1 daE 1
—— == (E - K)
e de 22
and
_dE
A_ _de _-(1-eHE-K
B 4K E- (1-e?K
de ‘
Therefore, for any chosen value of ¢ we can give the corresponding
A 1 dE
Avalues of = B 3 K, and - Zd_e . )

Sets of such values are glven in Appendlx II.

f) nequal Diameter Cylinders Crossed with
Their Axes. at Any Angle

This case differs from that of III(e) only in that the angle
between the axes of the cylinders, 6, is some other value than 90°.

It is therefore mnecessary to obtain the ratio A/B by solving the
following equations (cf. equations (21) and (22)) for A and B:

blH
+
blH

A+B =
o | 4+ 2.cos 26
(A.-B)? = ( )2 + ( ) _ ‘—iyir~—i

] LN . . : R : . . Lt

8 being the acute angle between the cylinder axes, and D, and D, being
the diameters of the larger and smaller cylinders respectlvely. The
general formula for the compression is ' :

1/3
- 2/31_ 4
a = 2k(PQ)2/ [——-——1 dE]
2 . - ===
. e de
(g) Sphere on a Cylinder

Since one diameter of the cylinder has become infinite,
equations (10) and (11) become:

2
=ty
for the sphere, 2z, D, + D, °
¥z
for the cylinder, z, =0+ D
”
where D, = diameter of the sphere,

D,

diameter of the cylinder,
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and

1 2 1 1 2
2, +z2, =77x°+ (== + =)
1 2 D1 D1 02 ’
1
A=~—t
1l
A__ D
B 1 1
_— ¢ =
D, D,

From these values of A and A/B, it is necessary to calculate the
value of a from

and thence

sign necessitated by the internal form of the cylinder.

4 - 29P L dE
A de
a

(h) Sphere Inside a Cylinder

This case is similar to that of III(f) except for the change in

have:
2 2
for the sphere, 2, = %— + %— s
1
22
for the cylinder, 3, = - Er-+ o,
2
=L _ 1
A= D, D, ’
and

A
B

The calculation of a from

We therefore
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and o from

then follow.

(1) Cylinders in Contact along a Line Parallel to
Their Axes and a Cylinder on a Plane

It is not possible to obtain the solution by direct use of the
expressions already derived by allowing one axis of the ellipse of
contact to become infinite as the solution itself then becomes infinite.
This may appear surprising at first but the reason lies in the fact that
the analysis requires the bodies to be fixed at infinity and this leads
to an infinite displacement. Prescott (1924) has likened the situation
to a load applied to an infinitely long string fixed at one end. The
extension of such a string on the application of any load would be
infinite.

In determining the pressure distribution and the breadth of the
area of contact we shall make use of expressions obtained by allowing
one axis of an ellipse of contact to become infinite. For the remainder,
the contact area will be taken as being a finite rectangle but with one
side very much longer than the other.

The derivation given will be for the case of a pair of cylinders
in contact with their axes parallel. The solution for a cylinder on
a plane is then obtained by allowing the radius of one of the cylinders
to become infinite.

It will be remembered that the pressure distribution over the
ellipse of contact in the three-dimensional case is given by

: 1/2
(x ) = 3P 1 - _x_z. - Lz.
P,y 2nab 2 b2

Q

The integrated pressure across the minor axis of the ellipse in
the plane x = 0 is then

b 2y 1/?
(3P/2m . ab) r [1 - L] dy
-b

"ol
L]

b2

¥_ w3
4

2nab " 2

If both a and P approach infinity in such a way that P/a remains
finite, P is the force per unit length along the area of contact, which
is now rectangular with one side infinite.
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It follows that

1/2
2 > 2
p(y) = (3P/2mab) [1 - %3} = %% {1 - HE}

In the region of the original line of contact the cylinders are
adequately represented by the surfaces:

N
]

1 ,.Blyzs

. . - 2
B, = By“..

‘-The'CYlinders are initialiy in-gontgct oVeg a line of length 2q.
Applying equation (25), o co

ORI ([ e
| TE, L TE, L))y ?

de' .dy' = a - By?, | (34)

where > = (y - y')% + x'? and the integral extends over the region of
contact, which is taken to be a. finite rectangle but with one side very
much longer than the other. We are -considering here only points lying
along ‘the y-axis. The assumption that one side of the rectangle, 2a,
" is very much longer than the other, :2b, allows the integral in the left-
hand side of (34) to be evaluated. :
Write ’ o RS

$(0,y) f p(y")/r dz' dy'
A ‘ .

(+b +a :

= f Py /(=2 + ¢ -y e gy
b g . LY “ .- | '
u a _

= Zp(y') f 1'/(117'2 + (y 'y')z)l/zdx' dyl
‘=b - o : .
i | + (( 12 211/2

= 2 ' a ¥y - Y ) + a ) ] '
)-b p(y)ln{ oy -y %

.- If now a is considered to be large in comparison with .(y -~ y")

b .
$(0,y) = f+b 2p(y") 1n (2a/ly - y'|) ay'
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and e ; L Cee
b +b
$(0,0) = 2(1n 2a) r p(y)dy' - J p(y") 1In (y')%dy',
. ’=b ., - . . 7=b :
where we are now restricted to the point (0,0).

+b . S
Now J p(y')dy' = P, the force per unit length and
-b o ‘ . . . :

1/2

i b (3 )
$(0,0) = 2P 1n 2a - (2B/7b) [+ [1 - %7—] 1n (yv)Zdy'.
-b

It remains then to determine the breadth of the area of contact
and to evaluate the integral. S
From equations (25) and (28),

B = (V, +V,)P r dy VE )
o (% + )21+ &) TTyr/e
a

using p(y) = (2B/7wb) (1 - y2/b2)1/2, which for a infinite gives

B

_ dy
Vv, + V)P
v, '2) Ij b2 + w)a/?wlfz

2(V, + V,)B/b?,

]

b? = 2(v, +V,) . B/B.
Turning now to the evaluation of the integral

+b ' ) 1/2 - .
I=Jb(l-g7] 1n y2dy.

VoA
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Write y/b = sin 6, then dy = b cos 6 df giving

T
)
I =5 I . cos?9 1n (b? sin?6)dd
2
Ui i
| 2 )
=2b Inb J - cos?6 dd + 2b [ - cos?® 1n |sin@]|d6.
2 T2
Now
i
+ 5 2 )
[ Ec:os 9d6=7
T2
and
I
2
2 . i
I q €0s°8 1n |sin 6|d6 = ~ Z—(l + 1n 4),*
T2
so that

I = nb(ln b - l—iéfflfq.

Substitution then leads to
$(0,0) = 2P(1ln 2a + (1 + 1n 4)/2 - 1n b),
which in turn gives
a = 2PV, + V,)[(1L + 1n 4)/2 + 1n 2a - 1n b].

The form of the expression for the compression of a pair of
cylinders with their axes parallel and for a cylinder on a plane is
identical. The compressions are then given by substituting the
appropriate value for b in each case.

*Birens de Haan (1957), [305]8.
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Pair of Cylinders with Their Axes Parallel:

e
8, = fr'yz’ .
N 1 '
. L,
2 = e .
2D, %"
Therefore N
1,1
D, D, . . : L
giving
Inb==1n |2(V +r})13 D%
2 1 2 ' D, +D, :

Cylinder on a Flat:

= 1.2
2, =7pY
2z, =0,
giving
1
B=5’
vso ﬁhat

In b =

| =

In [2(V, + V,)BD] .
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APPENDIX I

Tables of Elastic Constants -and Derived Quantities

The values for the elastic constants given in Tables 1 and 2 are
intended -as a guide to the values to be expected. The actual values
of the constants for a material are dependent on its precise composition
and past history and are affected by such things as heat treatment and
the method of fabrication. The values given, however, should be adequate
for the calculation of compressions in most practical cases, as the
percentage error in a calculated compression due to an error in
a constant is of the same order as the percentage error in the constant.
The formulae derived here do not necessarily apply to anisotropic
materials, in particular to crystals where the elastic propertles may
be significantly different for different axes.



TABLE 1

Elastic Constants in Metric Units

(49

Young's Modulus

Young's Modulus

Poisson's Ratio

Material E E o] " Source*
(10'° Newtons/m?) (10% gf/mm?) '
Aluminium 7.05 7.19 0.345 K &L
Copper 13.0 13.24 0.343 K &L
Gold 7.8 8.0 0.440 K &L
Platinum 16.8 17.13 0.377 K &L
Silver 8.28 8.43 0.367 K &L
Tungsten carbide '
% Co
6 72.4 73.8 0.280 A.S.M
10 60.0 61.2 0.200
16 52.4 53.4 0.220
Chromium carbide
(Carmet CA-815G) 33.9 34.6 0.280 Carmet
Steel '
1% C 20.9 21.4 - 0.293 K &L
Mild 21.0 21.4 - 0.291 K&L
Glass
Pyrex 6.2 6.3 T 0.24 A.I.P,
Heavy silicate flint 5.35 5.46 - 0.224 A.1.P.
Light borate crown 4,61 4.70 0.274 A.I.P.
Brass
70% Cu, 30% Zn 10.4 10.6 0.374 A.I.P.
Silica (fused) 7.29 7.43 0.17 A.I.P

*A.I.P.
K &L

A.S.M.

Carmet : Allegheny Ludlum Steel Corporation.

3,5 X10° pm*

Arumiva (AL, 0

American Institute of Physics Handbook:
Kaye & Laby '"Physical & Chemical Constants':
A.S.M. Handbook:

8th Edition, 1961, p. 664.

2nd Edition.

12th Edition (1959).

13
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TABLE I (Cont'd) "’

Elastic Cons;ahfs in Metric Units

in terms of gf/mm®

(1-02) /E ((1-02) /E)2/® veQ-oty/me | @l =
Material v :
(1077) (107°) (107°) (107%)
Aluminium 1.225 - 2.467 3.901 1.507
Copper 0.667 1.644 2.122 1.004
Gold 1.014 2.174 3.227 1.328
Platinum 0.501 1.359 1.594 0.830
Silver 1.026 2.192 3.266 1.339
Tungsten carbide
% Co
6 0.125 0.538 0.397 0.329
10 0.157 0.627 0.500 0.383
16 0.178 0.682 0.567 0.417
Chromium carbide
(Carmet CA-815G) 0.266 0.892 0.848 0.545
Steel o
1% C 0.427 1.221 1.359 0.746
Mild 0.427 1.222 1.361 0.747
Glass ) _
Pyrex , 1.491 2.811 4,745 1.717
Heavy silicate flint 1.741 3.118 5.542 1.905
Light borate crown 1.968 - 3.383 6.263 2.067
Brass P .
70% Cu, 30% Zn 0.811 1.874 2.582 1.145
Silica (fused) 1.306 2.575 4,158 1.573

139



TABLE 2

Elastic Constants in 1bf/in?

Young's Modulus

Poisson's Ratio

Material E. 0. Source*
(10° 1bf/in?) |
Aluminium 10.22 0.345 K &L
Copper 18.83 .0.343 K &L
Gold 11.3, "0.44 K &L
Platinum 24.37 0.377 K&L
Silver 12.00 0.367 K &L
Tungsten carbide '
%Z Co L .
6 105 0.28 A.S.M
10 87 0.20
16 76 0.22
Chromium carbide
(Carmet CA-815G) . 49.2 0.28 Carmet.
Steel L . o
1z C 30.5 0.293 K &L
Mild 30.5 0.291 K &L’
Glass ) . '
Pyrex A o 9.0 0.24 A.I.P.
Heavy silicate flint. 7.76 0.224 A.1.P.
-Light borate crown 6.69 0.274 A.I.P.
Brass o . .
70% Cu, 30% Zn 15.1 0.374 A.I.P,
Silica (fused) 10.57 0.17 A.I.P,

ALUmM Uﬁ» (HL.203>

American Institute of Physics Handbook: 2nc
Kaye & Laby "Physical & Chemical Constants'':
A.S.M. Handbook:

8th Edition, 1961, p. 664.

Allegheny Ludlum Steel Corporation.

50.7

0. 130

2nd Edition.

12th Edition (1959).
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TABLE 2 (Cont'd) \
Elastic Constants in 1bf/in? ;-
, Sl ’ v :
a-o0/E | (- /E)/? | v= a-od)/mE | @/ = G 2/
Material : ' ; _
(107°%) (=% ST N o™
Aluminium 8.616 1.951 2.742 1.192
Copper . 4.687 1.300 1.492 ' 0.794
Gold 7.128 1.719 2.269 1.050
Platinum . 3.521 1.074 I.121 _ 0.656
Silver 7.214 1.733 2.296 o 1.059
Tungsten carbide - ‘ " 1
% Co
6 0.878 '0.426 0.279 0.260
10 1.103 0.496 0.351 0.303
16 _ 1.252 0.539 ’ , 0.399 0.329
Chromium carbide A N S A | _ ‘

(Carmet CA-815G) - 4 1.873 0.705 0.596 v 0.431
Steel S

1%Z C 3.001 0.966 0.955 0.590

Mild 3.005 0.967 0.957 0.590

Glass . : , : . ‘

Pyrex 10.48 2.223 3.336 - 1.358

Heavy silicate flint 12.24 " 2.465 3.896 1.506

Light borate crown 13.83 2.675 4.403 : 1.634
Brass - .

70% Cu, 30% Zn ‘ 5.702 © | . 1.481 1.815  {  0.905
Silica (fused) 9.184 - 2.036 ©2.923 1. T 1.244
R . S
\&\ = o .\ \')(p\ ©- & | ,,/?ﬂ:\i l:‘:'(é
Com k. Navn da KaheYy

r ’ e I E,,’

“an] 266 T e €

i LR IR
P R Y B
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APPENDIX II

Values of K, -

® [+
=

» and Eccentricities for Arguments A/B

The values given for the complete elliptical integral of the first
type, K, and the quantity - é-%g haVe been=derivéd-ffom a number of
sources. Tables 3-6 for A/B in the range 0.0l to 1.00-are due to Rolt
and Grant (1921), while the values given in Figure 6 have been derived
using expressions given by Airey (1935). Both these series of values
have been point-checked against a digital computer program based on
the method of the arithmetic-geometric mean. The curve of (1 - &2),

Figure 7, has been derived from the relationships that exist between
A/B, K, and E.

TABLE 3
A/B : [1.00(0.01)0.50]

4 K _L1dE A Kk o _LdE
B e de B e de
1.00 1.5708 0.7854 0.75 1.7249 0.9037
0.99 1.5761 .7894 74 1.7322 .9095
98 1.5814 .7934 73 | 1.7397 .9153
97 . 1.5868 . .7974 72 C1.7472 .9213
96 1.5922 .8015 71 1.7549 .9274
0.95 1.5978 0.8057 0.70 1.7628 0.9336
94 1.6034 .8100 69 1.7707 .9399
93 1.6090 .8142 68 1.7788. .9463
92 1.6148 .8186 67 1.7870 - .9529
91 1.6206 .8230 66 1.7953 .9595
0.90 1.6264 0.8275 0.65 1.8038 0.9664
89 1.6324 . 8320 64 1.8125 .9733
88 1.6384 .8367 63 1.8213 . 9804
87 1.6445 .8413 62 1.8302 .9876
86 1.6507 .8461 61 1.8393 .9949
0.85 1.6570 0.8509 0.60 1.8486 1.0025
84 .1.6634 .8558 59 1.8581 '1.0101
83 1.6698 .8608 58 1.8677 1.0180

- 82 1.6764 . 8659 57 1.8775 1.0260
81 1.6830 .8710 56 1.8876 1.0341
0.80 1.6897. 0.8762 | 0.55 1.8978 1.0425
~79 - 1.6965 .8815 54 1.9082 1.0511
78 1.7035 .8869 53 1.9188 1.0598
77 1.7105 .8924 52 1.9297 1.0688
76 1.7176 .8980 51 1.9408 1.0779
0.50 1.9521 1.0874




TABLE 3 (Cont'd)
A/B : [0.500(0.005)0.200]

A K _1dE A K _1dE
B e de B e de
.500 1.9521 1.0874 0.350 2.1595 1.2632
495 1.9579 1.0921 345 2.1680 1.2705
490 1.9637 1.0970 340 2.1766 1.2780
485 1.9696 1.1019 335 2.1853 1.2856
480 1.9755 ° 1.1068 330 2.1942 1.2933
475 1.9816 1.1119 0.325 2.2032 1.3012
470 1.9877 1.1170 320 2.2124 1.3092
465 1.9938 1.1221 315 2.2218 1.3173
460 2.0001 1.1273 310 2.2312 1.3256
455 | . 2.0064 1.1326 305 2.2409 1.3341
450 2.0128 1.1380 0.300 2.2507 1.3427
445 2.0192 1.1434 295 2.2607 1.3515
440 2.0258 1.1490 290 2.2709 1.3604
435 2.0324 1.1546 285 2.2812 1.3696
430 2.0391. 1.1602 280 2.2918 1.3789
425 2.0459 1.1660 0.275 2.3025 1.3884
420 2.0528 1.1718 270 2.3135 1.3981
415 2.0597 1.1777 265 2.3247 1.4080
410 2.0668 1.1837 260 2.3361 1.4181
405 2.0739 1.1898 255 2.3477 1.4285
.400 2.0812 1.1960 0.250 2.3595 1.4391
395 2.0885 1.2022 . 245 2.3716 1.4499
390 2.0960 1.2086 240 2.3840 1.4609
385 2.1035 1.2150 235 2.3966 1.4723
380 2.1112 1.2216 230 2.4096 1.4839
.375 2.1189 1.2282 0.225 | 2.4228 1.4958
370 2.1268 1.2350 220 2.4363 1.5080
365 2.1348 1.2419 215 2.4501 1.5205
360 2.1429 1.2489 210 2.4643 1.5333
355 2.1511 1.2560 205 2.4788 1.5465

0.200 | 2.4937 1.5600
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* TABLE 4

~ A/B : [0.200(0.001)0.100]
4 “x; _LaE | 4 X _L1dE
B e de B a e de
0.200 2.4937  1.5600 0.175,.| 2.5745  1.6337
199 | 2.4968  1.5627 174 2.5779  1.6369
198 | 2.4998  1.5655 173 2.5814  1.6401
197 2.5029  1.5683 172 2.5849  1.6433
196 | 2.5059  1.5711 | . 171 2.5885  1.6465
0.195, | 2.5090 ' 1.5739 0.170 | 2.5920  1.6498
194 2.5121 . 1.5767 |  169. | 2.5956  1.6531
193 2.5152  1.5796 168 2.5992  1.6564
192 | 2.5184  1.5824 167 2.6028 . 1.6597
191 2.5215  1.5853 166 2.6064  1.6631
0.190. | 2.5247 ~ 1.5882 - | 0.165 2.6101  1.6664
189 2,5279  1.5911 164 2.6138  1.6698
188. | 2.5311  1,5940 163 2.6175  1.6733
187 | 2.5343  1.5970 162 2.6212 . 1.6767
186 2.5376  1.5999 161 2.6250  1.6802
0.185 | 12,5408  1:6029 | 0.160 2.6287 . 1.6836
184 | 2.5441 | 1.6059 | 159 2.6325  1.6871
183 2.5474  1.,6089 .~ 158 | 2.6364  1.6907
- 182 2.5507  1.6119 157 2.6402  1.6942
181 | 2.5541 | 1.6150 156 | 2.6441  1.6978
0.180 2.5574  1.6181 0.155. | 2.6480  1.7014
179 | 2.5608  1.6211 154 | 2.6519  1.7051
178, | 2.5642  1:6243 1537 | 2.6559 - 1.7087
177 2,5676  1.6274 2152 | 2.6598  1,7124
176 2.5710  1.6305 151 | 2.6639  1.7161

I



TABLE 4 (Cont'd)
A/B : [0.200(0.001)0.100]

4 K _1dE | 4 . K - _14dE
.B e de ’ B: e de
0.150 2.6679 1.7198 0.125 2.7786 1.8230
- 149 2.6719  1.7236 | 124 2.7835 1.8275
. 148 2.6760 1.7274 | 123 2.7884 1.8321
147, 2.6801 1.7312 | ‘122 2.7934 . 1.8368
146 |- 2.6843 1.7350 | 121 2.7984 1.8415
0.145 2.6885 = 1.7389 0.120 - 2.8034. 1.8462
144 | 2.6927 1.7428 119 2.8085 1.8510
143 2.6969 1.7468 118 - 2.8136 1.8558
142 2.7012 1.7507 |+ 117 2.8188 1.8607
141 2.7054 1.7547 116 - 2.8240 1.8656
0.140 | 2.7098 1.7587 |* 0.115 -« 2.8293 1.8705
. 139 2.7141 1.7628 | 114 2.8346 1.8755
- 138 2.7185 1.7669 113 2.8399  1.8805
137 2.7229 1.7710 112 2.8453 1.8856
136 2.7274  1.7751 | L1l 2.8508 1.8908
Q.135 2.7319 1.7793 | 0.110: 2.8563 1.8960
134 | 2.7364  1.7835 | 109 2.8618 ' 1.9012
133 2.7409 © 1.7878 | = 108 2.8674 1.9065
132 2.7455 . 1.7920 | 107 2.8731 1.9118
1131 12,7501 1.7964 | 106 2.8788 1.9172
.0.130 2..7548 ° 1.8007 0.105 2.8846 ' 1.9226
¢ 129 2.7595 1.8051 | 104 2.8904 1.9281
1128 2.7642  1.8095 103 2.8962 1.9337
127 2.7690  1.8140 102 2.9022 1.9393
126 2.7738 1.8184 101 2.9082 ° 1.9449
0.100 2.9142 1.9507
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TABLE 5

A/B : [0.100(0.001)0.050]
A 1 dE y:| 1 4E
B K T e de B K T e de
0.100 2.9142 1.9507 .075 3.0889 2.1171
099 2.9203 1.9565 74 3.0970 2.1249
98 2.9265 1.9623 73 3.1053 2.1328
97 2.9327 1.9682 72 3.1136 2.1408
96 2.9390 1.9742 71° 3.1221 2.1489
0.095 2.9454 1.9802 .070 3.1307 2.1572
94 2.9518 1.9863 69 3.1394 2.1656
93 2.9583 1.9925 68 3.1483 2.1741
92 2.9649 1.9987 67 3.1573 2.1827
91 2.9715 2.0050 66 3.1664 2.1915
0.090 2.9782 2.0114 .065 3.1756 2.2004
89 2.9850 2.0179 64 3.1850 2.2094
88 2.9919 ° 2.0244 63 3.1945 2.2186
87 2.9988 2.0310 62 3.2042 2.2279
86 3.0058 2.0377 . 61 3.2141 2.2374
0.085 3.0129 2.6445 .060 3.2241 2.2471
84 3.0201 2.0513 59 3.2342 2.2569
83 3.0274 2.0583 58 3.2446 2.2669
82 3.0347 2.0653 57 3.2551 2.2770
81 3.0422 2.0724 56 3.2658 2.2874
0.080 3.0497 2.0796 .055 3.2767 2.2979
79 3.0574 2.0869 54 3.2877 2.3086
78 3.0651 2.0943 53 3.2990 2.3195
77 3.0729 2.1018 52 3.3105 2.3307
76 3.0809 2.1094 51 3.3222 2.3420
.050 3.3342 2.3536




TABLE 5 (Cont'd)
A/B : [0.0500(0.0005)0.0200]

A K _LdE 4 K _LgE
B e de B e de
.0500 3.3342 2.3536 .0350 3.5486 2.5626
495 3.3403 2.3595 345 3.5573 2.5710
490 3.3464 2.3655 340 3.5660 2,5796
485 3.3526 2.3715 335 3.5749 2.5883
480 3.3588 2.3775 330 3.5839 2.5971
. 0475 3.3651 2.3837 .0325 3.5930 2.6060
470 3.3715 2.3899 320 3.6023 2.6151
465 3.3779 2.3961 315 3.6117 2.6244
460 3.3845 2.4025 310 3.6213 2.6337
455 3.3910 2.4089 305 3.6310 2.6433
. 0450 3.3977 2.4153 .0300 3.6409 2.6530
445 3.4044 2.4219 295 3.6509 2.6628
440 3.4112 2.4285 290 3.6611 2.6728
435 3.4181 2.4352 285 3.6715 2.6830
430 3.4251 2.4420 280 3.6821 2.6934
.0425 3.4321 2.4488 .0275 3.6928 2.7039
420 3.4392 2.4558 270 3.7038 2.7147
415 3.4464 2.4628 265 3.7149 2.7256
410 3.4537 2.4699 260 3.7263 2.7368
405 3.4611 2.4771 255 3.7378 2.7482
.0400 3.4685 2.4843 .0250 3.7496 2.7598
395 3.4761 2.4917 245 3.7616 2.7716
390 3.4837 2.4992 240 3.7739 2.7837
385 3.4915 2.5067 235 3.7864 2.7960
380 3.4993 2.5144 230 3.7992 2.8086
.0375 3.5073 2.5222 .0225 3.8123 2.8215
370 3.5153 2.5300 220 3.8256 2.8346
365 3.5235 2.5380 215 3.8393 2.8481
360 3.5318 2.5461 210 3.8532 2,8618
355 = 3.5401 2.5543 205 3.8675 2.8759
.0200 . 3.8821 ~.2.8903
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TABLE 6 .

A/B : [0.0200(0.0001)0.0100]
A K _1dE A K _LdE
B e de B - e de
0.0200 3.8821 © 2.8903 0.0175 3.9611  2.9683
T 199 | 3.8850 2.8932 174 | 3.9644  2.9716
198 | 3.8880  2.8962 . 173 | 3.9678  2.9750
S. 197 | 3.8910  2.8991 172 3.9713 . 2.9784
, . 196 | 3.8940  2.9021 171 3.9747 © 2.9818
0.0195 | 3.8971  2.9051 0.0170 3.9782  2.9852
. 194 3.9001  2.9081 . 169 3.9816  2.9886
193 3.9032 2.9111 168 | . 3.9851 2.9921
192 3.9062 2.9142 . 167 3.9887 2.9956
191 | 3.9093  2.9172 -.. 166 3.9922 © 2.9991
0.0190 | 3.9124 2.9203 0.0165 3.9958  3.0026
189 .3.9156  2.9234 164 3.9994  3.0062
. 188 3.9187 2.9264 163 4.0030 ~ 3.0097
. 187 | "3.9219 2.9296 162 4.0066  3.0133
186 | :3.9250  2.9327 16l 4.0102  3.0169
0.0185 | . 3.9282 2.9358 0.0160 4.0139  3.0205
184 3,9314  2.9390 159 4.0176 ~ 3.0242
.. 183 | .3.9346  2.9422 158 4,0213  3.0279
182 | 0 3.9379  2.9454 157 4.0251 = 3.0316
L181 | 3.9411 © 2.9486 156 4.0288  3.0353
0.0180 3.9444 2.9518 0.0155 | 4.0326  3.0391
179 | 3.9477  2.9551 154 4.0364  3.0428
178 13,9510  2.9584 153 4.0403  3.0466
177 3.9543 ¢ 2.9617 152 4.0441 3.0504
- 176 3.9577 . 2.9650 -, 151 - 4.0480  3.0543




TABLE 6 (Cont'd)

.0100°

4/B : {0.0200(0.0001)0.0100]  -'
4 K _ 1 dE 4 Kk . - LldE
- B e de B : » - e de
0.0150 | "4.0519  3.0582 0125 . |. 4.1590  3.1642
149 | 4.0558  3.0620 124 | 4.1637  3.1689
148 | 4.0598  3.0660 123 | 4.1684  3.1736
147 | 4.0638  3.0699 122 | 4.1732 3.1783
146 | 4.0678  3.0739 121 | 4.1780 . 3.1831
0.0145 | 4.0718  3.0779 0120 | 4.1829  3.1879
144 | 4.0759  3.0819 119 | 4.1878  3.1928
143 | 4.0800  3.0860 118 | 4.1927  3.1977
142 | 4.0841  3.0901 117 | 4.1977 °°3.2026 °
141 | 4.0883  3.0942 116 |, 4.2027..'5 3.2076 .
0.0140 | 4.0925  3.0983 :| 0.0115 | 4.2078  3.2126
139 | 4.0967  3.1025 114 | 4.2129  3.2177
138 | 4.1009  3.1067 113 | 4.2181  3.2228
137 | 4.1052  3.1109 112 | 4.2233  3.2280
136~ | 4.1095  3.1152 111 | 4.2285  3.2332
- 0.0135 | 4.1138  3.1195 [ 0.0110 | 4.2338  3.2384 .
~134 7] 4.1182 . 3.1238 | - 109 .| 4.2391.  3.2437°
011330 | 4.1226  3.1282 108 | :4.2445 - 3.2491
132 | 4.1270  3.1325° 107 | 4.2499  3.2545
131 | %.1315 3.1370 106 | - 4.2554°  -3.2599
0.0130 4,1360  3.1414 .0105 | 4.2610 -. 3.2654
129 - | - 4.1405 = 3.1459 104 | 4:2666 - 3.2710
128 | 4.1451 311504 103 | 4.2722 - 3.2766
127 | 4.1497. . 3.1550 302 | 4.2779- - 3.2822
126 | 4.1543  3.1596 101 ‘| 4.2837  3.2879 -
4.2895 3
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